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Existing CMU Walls  

CAREFULLY REMOVE AND 
INSPECT THE EXISTING DOOR. 
REPLACE ALL EXISTING HINGES 
AND DOOR KNOBS WITH NEW 
HARDWARE. REHANG THE DOOR 
CORRECTLY, VERIFYING ALL 
ALIGNMENTS AND CLEARANCES 
TO ENSURE THE FULL 
RESTORATION OF SMOOTH AND 
PROPER DOOR OPERATION.

HATCHED AREA INDICATES EXISTING 
CABINET FRAMES AND DOORS TO BE 
REMOVED AND RECREATED BY 
ASSIGNED CARPENTER BASED ON 
NEEDS DISCRETION 
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'-0

"

REMOVE EXISTING WOODEN LOUVRE WINDOWS. 
EXISTING OPENINGS SHALL BE REMOVE AND REPALCED 
WITH NEW 3'X6' METAL SECURITY WINDOWS WITH INSECT 
MESH SCREEN  

5'-
1 3

/4"

REMOVE EXISTING WOODEN LOUVRE WINDOWS. 
EXISTING OPENINGS SHALL BE REMOVE AND REPALCED 

WITH NEW 3'X6' METAL SECURITY WINDOWS WITH INSECT 
MESH SCREEN  

REMOVE EXISTING WOODEN LOUVRE WINDOWS. 
EXISTING OPENINGS SHALL BE REMOVE AND REPALCED 
WITH NEW 3'X6' METAL SECURITY WINDOWS WITH INSECT 
MESH SCREEN  

REMOVE EXISTING WOODEN LOUVRE 
WINDOWS. EXISTING OPENINGS SHALL 
BE REMOVE AND REPALCED WITH NEW 
3'X6' METAL SECURITY WINDOWS WITH 
INSECT MESH SCREEN  

CAREFULLY REMOVE AND INSPECT THE 
EXISTING DOOR. REPLACE ALL EXISTING 
HINGES AND DOOR KNOBS WITH NEW 
HARDWARE. REHANG THE DOOR 
CORRECTLY, VERIFYING ALL ALIGNMENTS 
AND CLEARANCES TO ENSURE THE FULL 
RESTORATION OF SMOOTH AND PROPER 
DOOR OPERATION.

27'-11"

5'-
1 3

/4"

9'-8"

8 3/4"
8 3/4"

REMOVE EXISTING 
ELECTRICAL FANS AND  SEAL 

ELECTRICAL WIRING 

REMOVE EXISTING 
ELECTRICAL FANS AND  SEAL 

ELECTRICAL WIRING 

REMOVE EXISTING 
ELECTRICAL FANS AND  SEAL 

ELECTRICAL WIRING 

INSTALL NEW WALL MOUNTED FAN WITH 

INSTALL NEW WALL MOUNTED FAN WITH 

INSTALL NEW WALL MOUNTED FAN WITH 

INSTALL NEW WALL MOUNTED FAN WITH 

REMOVE EXISTING WOODEN LOUVRE WINDOWS. 
EXISTING OPENINGS SHALL BE REMOVE AND REPALCED 

WITH NEW 30'X42' METAL SECURITY WINDOWS WITH 
INSECT MESH SCREEN  

REMOVE EXISTING WOODEN LOUVRE WINDOWS. 
EXISTING OPENINGS SHALL BE REMOVE AND REPALCED 

WITH NEW 3'X6' METAL SECURITY WINDOWS WITH INSECT 
MESH SCREEN  

REMOVE EXISTING WOODEN LOUVRE 
WINDOWS. EXISTING OPENINGS SHALL 
BE REMOVE AND REPALCED WITH NEW 
30"X60" METAL SECURITY WINDOWS 
WITH INSECT MESH SCREEN  

THOROUGHLY PRESSURE WASH THE CONCRETE ROOF SLAB 
TO PREPARE THE SURFACE. TREAT THE ENTIRE ROOF AREA 
WITH A RUBBER ROOF SEALANT MEMBRANE, SUBJECT TO 
PRIOR APPROVAL BY THE PROJECT ARCHITECT. ENSURE 
THAT ALL JOINTS AND SEAMS ARE FULLY COVERED AND 
COMPLETELY SEALED. EXTREME CARE MUST BE TAKEN 
DURING APPLICATION TO MAINTAIN ALL EXTERNAL DRAINAGE 
OPENINGS AT THE SCUPPER DRAINS, ENSURING THEY 
REMAIN CLEAR OF SEALANT AND FULLY OPERATIONAL. 

THOROUGHLY CLEAN AND REPAIR ALL AREAS WITHIN AND 
IMMEDIATELY ADJACENT TO THE SCUPPER DRAINS AS 
REQUIRED. REMOVE ALL DEBRIS, BLOCKAGES, AND BUILDUP, 
AND EXECUTE ANY NECESSARY PATCHING OR SURFACE 
PROFILING TO THE SURROUNDING AREAS. THE CONTRACTOR 
MUST ENSURE THAT POSITIVE DRAINAGE IS FULLY 
RESTORED AND THAT WATER FLOWS PROPERLY AND 
UNOBSTRUCTED THROUGH ALL DRAINAGE OPENINGS.

THOROUGHLY CLEAN AND REPAIR ALL AREAS WITHIN AND IMMEDIATELY 
ADJACENT TO THE SCUPPER DRAINS AS REQUIRED. REMOVE ALL DEBRIS, 
BLOCKAGES, AND BUILDUP, AND EXECUTE ANY NECESSARY PATCHING OR 
SURFACE PROFILING TO THE SURROUNDING AREAS. THE CONTRACTOR MUST 
ENSURE THAT POSITIVE DRAINAGE IS FULLY RESTORED AND THAT WATER 
FLOWS PROPERLY AND UNOBSTRUCTED THROUGH ALL DRAINAGE OPENINGS.
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 3/16" = 1'-0"
Ground Floor Plan Renovation1

 1/8" = 1'-0"
Roof RENOVATION2


